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How to check your lock.
Before you install your Level LockTM Bolt, make sure you have a standard profile deadbolt and your door is smooth to lock 
and unlock. 
Level works with most standard deadbolts that have a profile of at least 3/4” (19 mm). If you have a deadbolt with a lower 
profile (for example, Baldwin Reserve, Baldwin Estate, and Emtek) you may need an adapter from the manufacturer, or help 
from a professional locksmith.
To check your door:

1. Check that the door latch fastens correctly without needing to push, pull, or lift the door. (We call this the door having 
a single home. The door latch is the main fastener that holds the door closed.)

If the door doesn’t latch properly, adjust the latch strike plate so it’s aligned with the latch bolt.

2. Make sure your door is at least 1 ¾” thick. (the Level LockTM Bolt doesn’t work on doors thinner than 1 ¾”.)
3. Make sure the key cylinder housing is at least ¾” deep.

Measure the distance from the surface of the door to the surface of the key cylinder housing. If your existing 
deadbolt has a low profile, or is tubular, it might not have enough room for the Level LockTM Bolt to work properly. 
Contact the manufacturer to get a spacer, or order a spacer online.

Tip: You might be tempted to skip these steps, but don’t. If your door is difficult to lock or unlock before installing the 
Level LockTM Bolt, it’ll be difficult after installation. Not only that, but you could deplete the lock battery prematurely.
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Before you purchase the Level LockTM Bolt, you want to make sure the lock will fit in your door. If your door has the  
measurements included in the ANSI standards for residential doors, you should be okay. These measurements include:

         •door width: >1 ¾”
         •deadbolt bore hole diameter: 2 ⅛”
         •backset: 2 ⅜” or 2 ¾”
         •cross bore hole diameter: 1”

(ANSI, the American National Standards Institute, is an organization that coordinates, develops, and maintains voluntary 
performance standards for builder’s hardware, like deadbolt locks. The Level LockTM Bolt adheres to ANSI standards 156.40 
and 156.25.)
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