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Level LockTM Bolt 
Installation Guide

How to install the Level LockTM Bolt.
     Installing the Level LockTM Bolt is usually pretty easy.
     Before you start, make sure you’ve checked your door. 
     Important:  Check that your door sits flush in its frame and that the gaps are even all along the perimeter of the door.  
     The existing lock/deadbolt should lock and unlock smoothly. In some cases, the door might be off center, requiring you  
     to push, pull, or lift the door to lock or unlock. We recommend you adjust the door before you install.
     To install your Level LockTM Bolt

1. Collect the tools you need. 
2. Take out the current lock. 
3. Take out the bolt. 
4. Take out the bolt strike plate. 
5. Verify the bolt length. 
6. Check the new lock fit. 
7. Install the new bolt. 
8. Install Level motor. 
9. Install the tailpiece adapter. 
10. Install the tailpiece. 
11. Reinstall housings. 
12. Test the new bolt. 
13. Install the new deadbolt strike plate. 
14. Install the battery. 
15. Test the lock with the app.

We’ve included some details on each step below.

1. Collect the tools you need.
For most insatallations, you need:
• Phillips screwdriver
• Painter’s tape
• Tape measurer

     You may also need a spacer. See “How to check your door.”

Check your screwdriver to ensure that it correctly fits the screws provided with the Level LockTM Bolt and with your  
existing deadbolt.

     Important: Don’t use a motorized screwdriver. It’s to easy to strip the screws or otherwise damage your door or lock.
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Level LockTM Bolt 
Installation Process

 a. Tape the key side of the lock using painter’s tape.
     (The screws hold both sides of the lock in place, so once you loosen the screws, the existing lock can fall to the  
     ground.)
 b. Using the screwdriver, remove the existing screws from the thumbturn side of the lock.
     Tip:  If you can’t get to the screws with the bolt unlocked, turn the lock paddle enough to expose the screws.
 c.  As you remove the parts, note where each came from.
     Tip:  You can label the parts with the painter’s tape.

2. Take out the current lock.

3. Take out the bolt.
 a. On the door, remove the two screws on the bolt plate using a Phillips screwdriver.
 b. Pull out the bolt.
     Tip:  If the bolt is stuck, try pushing it from the hole inside the door.

4. Take out the bolt strike plate.
 a. On the door frame, remove the two screws from the bolt strike plate, and pop out the strike plate.
     Note:  Your door might have more than one bolt strike plate (for example, a security plate and a decorative plate). 
     The Level LockTM Bolt strike plate replaces all the old bolt strike plates.
 b. Set aside your old bolt strike plate(s) and screws.

5. Verify the bolt length.
 a. Measure from the edge of your door to the center of the bore hole in the door (the backset). You should find the  
     measurement to be 2 ⅜”, or, less commonly, 2 ¾”.

 b. Verify that the Level LockTM Bolt package is for the same length. (The box will have either “Standard backset 2 ⅜  
     inches (60   mm)”, or “Long backset 2 ¾ inches (70 mm)” checked.)
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Level LockTM Bolt 
Installation Process

 c. If you have the correct size Level LockTM Bolt, continue with the next step. If you don’t, reassemble your lock and  
exchange for the correct size.

6. Check the new lock fit.
 a. Check that the new bolt plate and bolt strike plate fit the cutouts on your door and door frame respectively.

     If the existing cutouts are of a non-standard size, you’ll need to change the cutouts. You can use the Level parts as  
     a template to chisel out the necessary space for the new plates.
 b. Check that the new bolt housing fits in the cross bore hole.
     You may need to make the cross bore hole larger.
 c. Check that Level Motor fits the bore hole.

7. Install the new bolt.
 a. Put the bolt in place, with the word TOP facing up, and use the shorter pair of provided screws to fasten the bolt  
     to the door.
    Important:  Start with the bolt so that the tailpiece and larger lock screws line up correctly.
 b. Using the Phillips screwdriver, tighten the screws so the bolt doesn’t have any play.

8. Install Level Motor
 a. Slide the Level motor onto the bolt such that the tightening screw faces you.
     You should see the Level name above the three holes in the motor.
 b. Use your Phillips screwdriver to tighten the tightening bolt.
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Level LockTM Bolt
Installation Process

9. Install the tailpiece adapter.
 a. Look at the tailpiece on your old bolt and pick the matching adapter from the three included with your new lock.
 b. Place the adapter in the center hole on the motor. It slides in along a groove at the top. Make sure the adapter sits 
     flush.

10. Install the tailpiece.
 a. Turn the tailpiece in the open direction, rotating the tailpiece completely in the direction that you turn your key to 
     unlock the door.
 b. Align the tailpiece with the tailpiece adapter and push the tailpiece through.
     You may need to turn the tailpiece slightly back the other direction to line it up with the tailpiece adapter.
     Note: If you’re installing the Level LockTM Bolt into a lock that has a collar, remove the collar.

11. Reinstall the housings.
 a. Set the key-side of the lock in the door. Make sure the keyhole is oriented correctly.
     Note:  If your original lock included a collar or shield, you’ll need to remove it.
 b. Connect the tailpiece to the thumbturn side of the lock.
 c. Make sure all parts are correctly lined up with the existing lock and then tighten the larger lock screws.
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Level LockTM Bolt 
Installation Process

12. Test the new bolt.
 a. Turn the thumbturn to extend and retract the bolt.
     If you find any resistance, loosen the larger screws, make minor adjustments to realign the thumbturn and key  
     cylinder housings, and test again (you want them to be completely in line with each other).
 b. Test that the bolt retracts. If the bolt doesn’t completely retract, you may need to turn the tailpiece.

13. Install the new deadbolt strike plate.
 a. Use your Phillips screwdriver, and the two longer screws from the Level LockTM Bolt package, to install the strike plate  
     on the doorjam.
 b. Make sure the strike plate aligns with the bolt so the strike plate doesn’t interfere with the bolt movement.

     Tip:  You may need to install the Level strike plate slightly left, right, up, or down from where the previous strike plate   
     was.
     Important:  Do not install the strike plate on top of an old strike plate. You must install the Level strike plate directly 
     onto the door frame.

14. Install the battery.
 a. With the door open, extend the bolt completely.
 b. Unscrew the battery cap at the end of the bolt.
 c. Insert the positive side of the battery into the bolt, and place the cap against the negative (flat) side.
 d. Screw the cap onto the bolt. You’ll hear a chirp notifying you that the lock has power.
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Installation Process

15. Test the lock with the app.
     Once you’ve installed the app and the lock, you should make sure you can control the lock using the app.
     To test the lock with the app:

 a. Open Level App and sign in.
 b. Tap the settings menu in the upper left.
 c. Tap Add New Lock.
 d. Follow the prompts to give the lock a name and add it to a location.
 e. (Optional) Set up HomeKit.
  f. Press and hold the lock name.
     You’ll see a status message while the bolt is extended or retracted, then you’ll see the last action just below the  
     lock name.

You’ve installed the lock!
     Congratulations, you’ve successfully installed the Level LockTM Bolt!

     Safely store the old bolt, strike plate, and screws. (You may want to reinstall the old deadbolt and take the Level LockTM 
     Bolt with you at some point.)
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